










10

MENU FUNCTION

At all mode, press and hold [DISP] button to 
enter system setup. Press [  ] or [  ] 
button to select options, rotate the knob to 
adjust.

DX/LO (RADIO mode)
Rotate the knob to choose radio local or 
distant at RADIO mode.
•	 LO: Only stations with strong signal can be 
received.
•	 DX: Stations with strong and weak signals 
can be received.

STEREO/MONO mode
Rotate the knob to choose FM STEREO or 
MONO.

SCROLL ON/OFF
Rotate the knob to choose SCROLL ON or 
OFF.
For track information that is longer than the 
display panel:
When SCROLL is ON, the LCD will display 
ID3 TAG information cyclely, e.g: TRACK-
>FOLDER->FILE->ALBUM->TITLE->ARTIST-
>TRACK->...
When SCROLL is OFF, the LCD will display 
one of the ID3 TAG information, the default 
is TRACK, but user can adjust it to other ID3 
TAG information by press [DISP] button.

BEEP ON/OFF
Rotate the knob to choose button beep sound 
ON or OFF.

12/24H
Rotate the  knob to choose time format: 12 or 
24 hour.

CLOCK
Press the knob to enter clock setting mode, 
rotate the knob to set clock, press [  ] or 
[  ] button to select hour or minute, press 
and hold the knob to confirm.
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DEVICE CONNECTIONS

Wiring Diagram

ANTENNA

Rear Right Line-out
(Red)

A

B

1 3 5 7
2 4 6 8

1 3 5 7
2 4 6 8

Rear Left Line-out
(White)
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INSTALLATION GUIDE

Installation Opening

This unit can be installed in any dashboard 
having an opening as shown below. The 
dashboard should be 4.75mm - 5.56mm thick 
in order to be able to support the unit.

If the opening is too small, carefully cut or file 
as necessary until the sleeve easily slides into 
the opening. Do not force the sleeve into the 
opening or cause it to bend or bow. Check for 
sufficient space behind the dashboard for the 
unit chassis.

Reset
Press the RESET button with a pointed object 
to reset the unit to the original status.
Note: Press the RESET button will erase the 
clock setting and stored stations.

Installation Procedures
1.	�If relevant, remove any other audio system 

from the car.
2.	�Inser t  the mount ing s leeve in to the 

dashboard. Fix it firmly in place by folding 
down the metal tabs.

3.	�Perform the required electrical connections.
4.	�Then check that everything works before 

installing the main unit.
5.	�Remove the two screws on the top of the 

unit, otherwise, the unit will not work.
6.	�Install the car radio in the dashboard using 

the supplied screws (M5x6mm).
7.	Attach the outer trim frame.
	� If you are not sure how to install this unit 

correctly, contact a qualified technician.

Mounting sleeve

Main unit

Trim plate

Remove the 
two screws

Mounting bolt
Rubber cushion
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TROUBLESHOOTING
If you suspect something is wrong, immediately switch power off. Immediately stop using it and
call the store where you purchased it. Never try to repair the unit yourself because it is dangerous
to do so.

Problem Possible cause Solution

General

The unit will not switch 
on.

Car ignition is not on.
Cable is not properly 
connected.
Fuse is burnt.

Turn your car key in the ignition.
Check cable connection.
Replace fuse with a new fuse of the 
same capacity.

No sound Volume is set at minimum or 
the mute function is on.

Check the volume or switch the mute 
function off.

The unit or screen does 
not function normally.  The unit system is unstable. Press the RESET button.

TUNER mode

U n a b l e  t o  r e c e i v e 
stations.

The antenna is not connected 
properly. Connect the antenna properly.

Poor quality reception of 
radio station.

The antenna is  not  fu l l y 
extended or it is broken.

Ful ly extend the antenna and i f 
broken, replace it with a new one.

Preset stations are lost. The bat tery  cab le  is  not 
properly connected.

Connect the permanent live on the 
unit to the permanent live on the 
vehicle. 

USB/SD/MMC mode

Unable to insert USB 
device or SD/MMC card.

The memory card or USB 
device has been inserted the 
wrong way round.

Insert it the other way around.

The USB device or SD/
MMC card cannot be 
read.

NTFS format is not supported.

Check that the USB/SD/MMC file 
system is in FAT or FAT32 format. 
Due to different formats, some models 
of USB storage devices or MP3 
players may not be read.
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SPECIFICATIONS
General
Power supply:	 12VDC (11V-16V), Test voltage 14.4V, negative ground
Maximum power output:	 40W x 4 channels
Continuous power output:	 20W x 4 channels (4  10% T.H.D.)
Suitable speaker impedance:	 4-8ohm
Pre-Amp output voltage:	 2.0V (Play mode: 1KHz, 0dB, 10K  load) 
Fuse:	 15A
Dimensions (WxHxD):	 188 x 58 x 163mm
Weight:	 1.7kg
Aux-in level:	 500mV

FM Stereo Radio
Frequency range:	 87.5-107.9MHz
Usable sensitivity:	 8dBμ
Frequency response:	 30Hz-15KHz
Stereo separation:	 30dB(1KHz)
Image response ratio:	 50dB
IF response ratio:	 70dB
Signal/noise ratio:	 >55dB

AM(MW) Radio
Frequency range	 530-1710KHz 
Usable sensitivity (S/N=20dB)	 30dBμ

Components
Mounting sleeve	 1
Machine screws M5x6 mm	 4
Wire connector	 1
Trim plate	 1
Removal key 	 2
Operating Instructions	 1
Remote control unit	 1

 Note:
Specifications and the design are subject to change without notice due to improvements.



Limited Warranty 
 
 
BRAVO VIEW warrants this product (including any accessory and/or cable) against defects in material or workmanship as 
follows: 

 

1-Year Parts & Labor 

BRAVO VIEW stands behind all our products with 1-year parts and labor for from your date of purchase. 

 

All BRAVO VIEW products are covered for a period of one year from the date of purchase against defects in materials and 

workmanship. The warranty is for repair or replacement at the sole discretion of the selling dealer.  

If we choose to replace your product, we may replace it with a new or reconditioned unit of the same or similar design.  The 

customer is responsible for a processing fee in the amount of $20.00 payable to BRAVO VIEW to cover return shipping and 

handling.        Warranty service is not offered outside the continental United States. 

 

This warranty does not cover customer misuse, improper installation, poor signal (including any “noise”), cosmetic damage, 

damage due by accident, abuse, negligence, commercial use, and improper operation. 

 

Proof of Purchase in the form of a copy of a bill of sale or copy of receipted invoice, which shows clearly the sale of the unit, is 

required.   

	
  	
  
Repair	
  or	
  Replacement	
  as	
  provided	
  under	
  this	
  warranty	
  is	
  the	
  exclusive	
  remedy	
  of	
  the	
  consumer.	
  	
  Bravo	
  View	
  Technology	
  shall	
  not	
  be	
  liable	
  for	
  any	
  

incidental	
  or	
  consequential	
  damage	
  for	
  breach	
  of	
  any	
  express	
  or	
  implied	
  warranty	
  on	
  this	
  product.	
  	
  In	
  no	
  event	
  shall	
  Bravo	
  View	
  Technology	
  be	
  liable	
  for	
  any	
  

incidental	
  or	
  consequential	
  damage	
  whatsoever	
  arising	
  out	
  of	
  the	
  use	
  or	
  inability	
  to	
  use	
  the	
  product.	
  	
  Under	
  no	
  circumstance	
  shall	
  Bravo	
  View	
  Technology’s	
  

liability	
  exceed	
  the	
  purchase	
  price	
  paid	
  for	
  the	
  product.	
  	
  Except	
  to	
  the	
  extent	
  prohibited	
  by	
  applicable	
  law,	
  any	
  implied	
  warranty	
  or	
  merchantability	
  or	
  fitness	
  

for	
  a	
  particular	
  purpose	
  on	
  this	
  product	
  is	
  limited	
  in	
  duration	
  to	
  the	
  duration	
  of	
  this	
  warranty.	
  

	
  

	
  

Warranty	
  Request:	
  

1. Send	
  an	
  email	
  or	
  write	
   to	
  our	
  customer	
  service	
  department	
  customer@bravoview.com,	
  please	
  provide	
   the	
   following	
  

information	
  along	
  with	
  a	
  copy	
  of	
  your	
  SALES	
  RECEIPT.	
  

a. Name:	
  

b. Email	
  Address:	
  

c. Phone	
  Number:	
  

d. Shipping	
  Address:	
  

e. Purchase	
  Date:	
  

f. Purchased	
  From:	
  

g. Serial	
  Number:	
  

h. Model	
  Number:	
  

i. Defective	
  Issue:	
  

2. If	
  determined	
  that	
  the	
  item	
  is	
  warrantable,	
  Bravo	
  View	
  will	
  issue	
  a	
  RA#	
  and	
  provide	
  an	
  address	
  to	
  mail	
  the	
  unit	
  back	
  to.	
  	
  

3. Bravo	
   View	
   is	
   not	
   responsible	
   for	
   articles	
   lost	
   or	
   stolen	
   during	
   shipping.	
   	
   IT	
   IS	
   ADVISABLE	
   TO	
   SHIP	
   THE	
   UNIT	
   IN	
   A	
  

METHOD	
  IN	
  WHICH	
  YOU	
  CAN	
  TRACK	
  THE	
  PACKAGE,	
  AND	
  POSSIBLY	
  INSURE	
  THE	
  PACKAGE.	
  	
  Bravo	
  View	
  does	
  not	
  cover	
  

the	
  expense	
  of	
  mailing	
  the	
  unit	
  back	
  to	
  us.	
  

4. Once	
  Bravo	
  View	
  receives	
  and	
  validates	
  the	
  unit	
  to	
  ensure	
  it	
  is	
  within	
  warranty,	
  Bravo	
  View	
  will	
  replace	
  the	
  unit,	
  fix	
  the	
  

unit,	
  or	
  offer	
  a	
  substitute	
  of	
  the	
  unit	
  if	
  a	
  replacement	
  is	
  not	
  available.	
  	
  Bravo	
  View	
  may	
  send	
  a	
  refurbished	
  unit	
  back.	
  

	
  

To obtain warranty service, you must contact Bravo View for a Return Authorization Number (RA#).   

909-334-4795 or visit www.bravoview.com 

 

 



PN: 12707500xxxx


